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RFID-BASED INVENTORY TRACKING
SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATIONS

[0001] This application claims priority benefit of U.S.
Provisional Application No. 62/650,894, filed Mar. 30,
2018, the disclosure of which is incorporated by reference in
its entirety.

FIELD OF TECHNOLOGY

[0002] The present invention relates generally to inven-
tory tracking and management systems and, more particu-
larly, to an RFID-based inventory tracking and management
system that may be used to manage the tracking of and
shipping of products in a storage or warchouse environment.

DESCRIPTION OF THE RELATED ART

[0003] Storage facilities, such as warehouses, house
numerous and various products until those products are
needed in a manufacturing process, need to be shipped to a
customer, etc. Products in storage facilities may sit in the
storage facilities for varying amounts of time depending on
the need for those products or the shelf life of the product.
Once a product is needed, a storage facility worker must
generally either manually locate the product, or look up
where the particular product was placed when it was first
stored, using a computer or some other device. The worker
may then use a delivery or transport vehicle to pick up the
particular product and drop off the particular product at a
desired location within the storage facility, such as on a
manufacturing line, a truck for delivery, at a loading bay, etc.
[0004] Often, however, the products housed in storage
facilities are shuffled and moved around in order to accom-
modate other products, for cleaning purposes, or for any
other reason that may necessitate moving a product from one
location to another. It is possible that, during relocation of
the product, two products become swapped or that a product
is misplaced or “lost” within the warehouse. The inadvertent
misplacement of a particular product often goes undocu-
mented because the misplacement of the product happens
without the knowledge of the storage facility worker or
simply due to human error. Moreover, storage facility work-
ers may inadvertently take the wrong product and place it on
a truck for delivery. Many factors may contribute to such
errors, such as mislabeled products, unclear marking of
storage areas, relocated products whose new location was
not updated in an inventory management system, or simply
human error. Therefore, manually tracking and continuously
updating the location of products as they are moved within
a storage facility becomes a tedious and time-consuming
task that is error prone. Such errors lead to incorrect prod-
ucts, or out of date products, being used during manufac-
turing and/or being shipped to customers and the inability to
locate products resulting in shipping delays, costing money
to the storage facility and potentially hazardous situations in
the case of food products, pharmaceuticals, etc.

SUMMARY

[0005] An inventory tracking and management system
includes a radio frequency identification (“RFID”) reader, in
communication with antennas, disposed on a forklift (or
other product transportation vehicles), wireless communi-
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cation devices such as wireless routers and gateways dis-
posed on the forklift, a user interface device located on the
forklift, wireless communication nodes disposed at various
locations within a storage and shipping environment having
bays, shelves, racks, etc., each of which include various bays
therein, a detection system disposed on the front of the
forklift, and a centralized asset tracking and management
device having a product and order database and a tracking
and communication application. The user interface device
includes a remote tracking and communication application
that executes on a processor and communicates with the
centralized asset tracking and management device, the RFID
reader, and the wireless communication node or device on
the forklift to perform various tasks. Additionally, the user
interface device may include a display or interface screen to
visually present information to the forklift operator or other
user.

[0006] Moreover, the inventory tracking and management
system includes various location designation RFID tags
disposed around the storage and shipping environment with
each of the location designation RFID tags having a known
and unique identification number associated therewith.
Some of the location designation RFID tags may be, for
example, disposed at shipping portals or loading bays, while
other location designation RFID tags may be disposed on a
pole or support structure at the entrance or start of each bay.
Further, a product designation RFID tag is located on each
product in the storage and shipping environment. Each of the
location designation RFID tags and the product designation
RFID tags has a unique ID associated therewith and these
IDs are known by the centralized asset tracking and man-
agement device, so that the centralized asset tracking and
management device can associate some of the particular
location designation RFID tags with a particular bay or rack,
can associate some of the particular location designation
RFID tags with a particular shipping portal or loading bay,
and can associate reach of the product designation RFID
tags with a particular product.

[0007] Generally speaking, the centralized asset tracking
and management device includes a centralized tracking and
communication application that is stored in a memory of and
executed on a processor of the centralized asset tracking and
management device. The centralized tracking and commu-
nication application is communicatively connected to one of
the wireless communication nodes or gateways and is so
connected to the wireless communication network within the
facility. The centralized tracking and communication appli-
cation operates to communicate with the user interface
devices and the RFID tag readers to obtain information from
and to provide information to the user interface devices and,
additionally, operates to track and manage the movement of
the various different products between the bays, shelves and
racks, and the shipping portals or loading bays.

[0008] Inuse, the centralized tracking and communication
application may send a signal to the user interface device,
the signal containing information regarding a product that
needs to be, either, moved from a particular bay in a shelf,
or rack, to another bay in a shelf, or rack, (or a different
shelf) or moved from a particular bay in a shelf, or rack, to
a shipping portal or loading bay and onto a truck to be
delivered to a client or another facility/location. The user
interface device visually displays the information sent by the
centralized tracking and communication application, which
may include, for example, the product code, where the
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product is located, and the destination of the product. A
forklift operator then drives the forklift to the proper shelf,
rack, or bay and picks up the product from the desired shelf,
rack, or bay. Once the desired product is held by the forklift,
the detection system detects that a product has been picked
up and turns on the RFID reader, which then turns on at least
one front facing antenna to read or ping the product desig-
nation RFID tag disposed on the product held by the forklift
all while the forklift operator backs out of the particular bay
of the shelf where the product was located into, for example,
the space between two shelves. When the forklift is parallel
to the shelf from which the product was picked up, or, for
example, five (5) to eight (8) feet away from the shelf, the
RFID reader and front facing antenna lock onto the product
designation RFID tag that is carried by the forklift. The user
interface device may visually display, to the forklift operator
or other user, that the RFID reader and the antenna have
locked on to the product. The remote tracking and commu-
nication application of the user interface device queries the
centralized tracking and communication application, which
compares the product and product designation RFID tag ID
sent by the remote tracking and communication application
with the product and product designation RFID tag stored in
a product and order database, which is stored on the cen-
tralized asset tracking and management device. If the cen-
tralized tracking and communication application determines
that the information matches, then the centralized tracking
and communication application may send a signal to the user
interface device, which visually and audibly alerts the fork-
lift driver (e.g., by displaying a green notification box) that
he or she has picked up the correct product for the order the
forklift operator is fulfilling. If, for example, the centralized
tracking and communication application determines that the
information does not match, then the centralized tracking
and communication application sends a signal to the user
interface device, which visually alerts the forklift operator
(e.g., by displaying a red notification box and another type
of audible alarm) that the operator has picked up the
incorrect product for the order the forklift driver is filling.
Once the correct product is carried by the forklift, the forklift
operator may proceed to the required destination of the
product (e.g., another bay of a shelf or a shipping portal or
loading bay and onto a truck).

[0009] Once near the manufacturing lines, shipping portal,
or loading bay, the RFID reader may selectively turn on the
front facing antenna (if not already on) to read or detect
location designation RFID tags disposed at manufacturing
lines, shipping portals, or loading bays. As the forklift nears
a location designation RFID tag disposed at the manufac-
turing lines, shipping portals, or loading bays, the RFID
reader and the front facing antenna send the particular
location designation RFID tag ID of the location designation
RFID tag that the RFID reader and the front facing antenna
read or detect. Similar to the process described in relation to
when a product is picked up, the centralized tracking and
communication application compares the sent location des-
ignation RFID tag ID and product designation RFID tag ID
with the information stored in the product and order data-
base for the particular order that the forklift operating is
fulfilling. If, for example, the centralized tracking and com-
munication application compares the sent information and
the information stored in the product and order database and
determines that the sent information and the information
stored in the product and order database match, then the
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centralized tracking and communication application sends a
signal to the user interface device, which visually alerts the
forklift driver (e.g., by visually displaying a green notifica-
tion box and audible alarm) that the operator has selected the
correct shipping portal or loading bay for the order the
forklift operator is fulfilling. If, for example, the centralized
tracking and communication application compares the sent
information and the information stored in the product and
order database and determines that the sent information and
the information stored in the product and order database do
not match, then the centralized tracking and communication
application sends a signal to the user interface device, which
visually alerts the forklift operator (e.g., by displaying a red
notification box and audible alarm) that he or she has
delivered the product to the incorrect loading bay for the
order the forklift driver is fulfilling. In such an example, the
forklift operator may then try a different manufacturing line,
shipping portal, or loading bay and the above process will
repeat until the correct shipping portal or loading bay is
located.

[0010] Furthermore, as the desired product is placed in the
correct manufacturing line, shipping port, or loading bay and
subsequently on a truck, the detection system and the user
interface device may detect that the product has been
dropped off and the remote tracking and communication
application of the user interface device may send a signal,
which includes, for example, the last known location of the
product, to the centralized tracking and communication
application, which is then stored to the product and order
database as being the current location of the product. Once
the information is stored, the centralized tracking and com-
munication application may send the user interface device a
signal to visually indicate to the forklift operator (e.g., by
displaying a yellow, or purple, notification box on the
display of the user interface device and emitting an audible
alarm via a speaker of the user interface device) that he or
she has successfully dropped off the product. The forklift
operator may continue to pick up and drop off products until
the order has been filled all while the above discussed
processes take place with each newly picked up and dropped
off product. Once the order has been filled, the user interface
device receives an input that the order has been filled and the
remote tracking and communication application sends a
single to the centralized tracking and communication appli-
cation, which then queries the product and order database to
update the order as completed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] FIG. 1 is a top view of an example, storage and
shipping environment in which an RFID-based inventory
tracking system is located.

[0012] FIG. 2 is a diagram of a fork lift having various
RFID tracking system components installed thereon.
[0013] FIG. 3 is an example of a display screen of a user
interface device used to log into an RFID-based inventory
tracking system.

[0014] FIG. 4 is an example of a display screen of a user
interface device used to select an order to fulfill.

[0015] FIG. 5 is an example of a display screen of a user
interface device used to move products within a storage
facility.

[0016] FIG. 6 is an example of a display screen of a user
interface device used to move products within a storage
facility once a product is picked up.
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[0017] FIG. 7 is an example of a display screen of a user
interface device when a particular product has been deliv-
ered to a destination.

[0018] FIG. 8 is another example of a display screen of a
user interface device when a when particular order for a
particular product has been fulfilled.

[0019] FIG. 9 is an example of a warning shown on a
display screen of a user interface to indicate an incorrect
pick up of a product.

[0020] FIG. 10 is an example of warning shown on a
display screen of a user interface device to indicate a product
has been brought to an incorrect loading dock.

[0021] FIG. 11 is an example of a warning shown on a
display screen of a user interface device to indicate a loss of
communication signal from a centralized tracking system
device.

[0022] FIG. 12 is an example of a display screen of a user
interface device used to move products within a storage
facility before picking up a product.

[0023] FIG. 13 is an example of a display screen of a user
interface device when a radio frequency identification
(RFID) reader has detected multiple products within a
detection radius.

[0024] FIG. 14 is an example of a display screen of a user
interface device when a radio frequency identification
(RFID) reader has locked onto a product.

[0025] FIG. 15 is an example of a warning shown on a
display screen of a user interface device to indicate a radio
frequency identification (RFID) reader has locked onto a
product designated as “scrap.”

[0026] FIG. 16 is an example of a warning shown on a
display screen of a user interface device to indicate a radio
frequency identification (RFID) reader has locked onto a
product on hold for quality control “QC”.

[0027] FIG. 17 is an example of a display screen of a user
interface device when a product has been moved from one
location to a second location.

[0028] FIG. 18 is an example of a screen display of a user
interface device that may be used to manually change or
view product location information within a storage facility.
[0029] FIG. 19 is an example display screen of a user
interface device of a general overview of outstanding orders.
[0030] FIG. 20 is an example display screen of a user
interface device that may be used to enter or view sales or
order information.

[0031] FIG. 21 is an example display screen of a user
interface device used to enter or view delivery driver infor-
mation.

[0032] FIG. 22 is an example display screen of a user
interface device of a general overview of outstanding orders.
[0033] FIG. 23 is an example display screen of a user
interface device that may be used to dispatch an order.
[0034] FIG. 24 is an example display screen of a user
interface device that may be used to view the progress of an
order being currently fulfilled.

[0035] FIG. 25 is an example display screen of a user
interface device that may be used to view and complete an
order.

[0036] FIG. 26 is an example display screen of a user
interface device that may be used to view and complete an
order.

[0037] FIG. 27 is an example display screen of a user
interface device that may be used to view an order that has
been completed.
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DETAILED DESCRIPTION

[0038] FIG. 1 depicts a top plan view of an example
storage and shipping environment 10 (e.g., a warehouse,
storage facility) in which an RFID-based inventory tracking
system is disposed. The RFID-based inventory tracking
system may be used to track the location of various different
products, such as pallets of material, raw materials, rolls of
material, etc., as these products are introduced into, stored
in, produced in, and moved around within the environment
10, and as these products are taken from the storage and
shipping environment 10 and placed onto one or more trucks
or other delivery vehicles for delivery to a customer, for
example.

[0039] As illustrated in FIG. 1, the storage and shipping
environment 10 includes a series of storage shelves 12, upon
which various different products 13 may be stored for a
period of time before being used in a manufacturing process
or being shipped to a customer. Each of the shelves 12
includes various bays 14 therein, which indicate portions of
the shelves 12. As is typical in a warchouse environment,
each bay 14 (labeled as bays 14A-14X in FIG. 1) may be
labeled with or designated with a unique identifier number
within the context of the storage environment 10. Each shelf
12 may be double-sided, for example, so that there is a bay
14 on either side of each shelf 12. Likewise, the storage and
shipping environment 10 includes a series of shipping
portals or loading bays 16 that may be, for example, asso-
ciated with loading bays at which trucks park to drop off or
accept delivery of the products 13 within the environment
10. Still further, the storage and shipping environment 10
includes various movable devices or forklifts 18 (or other
delivery vehicles) which are used to place various ones of
the products 13 on the shelves 12 in various ones of the bays
14 for storage; to move products 13 around within the
shelves 12 if desired; to take products off the shelves 12 and
deliver those products to one of the loading bays 16 to be
placed on a truck or other delivery vehicle, etc. Likewise, the
forklifts 18 may pick up new products or materials from the
loading bays 16 (or from trucks at the loading bays 16) and
place the new products or materials at any of the various
bays 14 of the shelves 12 for storage and later use.

[0040] As is known, in a busy and large storage facility, it
is difficult to track the locations at which various different
materials or products 13 are placed in a manner that makes
it easy to find those products when needed, such as when
needed in a manufacturing process, when these products
need to be shipped to a customer, etc., and difficult to ensure
the busy and large storage facility is using the first in, first
out (“FIFO”) inventory method. An RFID-based tracking
system as described herein can be used to enable automatic
recognition of, and tracking of the various products 13 as
they are placed in various bays 14A-14X of the shelves 12,
as these products 13 are moved between different bays
14A-14X of the shelves 12, and as these products 13 are
loaded onto delivery trucks at the loading bays 16.

[0041] In particular, an RFID-based tracking system
includes an RFID reader 20, disposed on each of the forklifts
18 (or other product transportation vehicles), wireless com-
munication devices such as wireless routers and gateways 22
disposed on the forklifts 18, user interface devices 23
located on the forklifts 18, wireless communication nodes
24 disposed at various locations within the environment 10,
and a centralized asset tracking and management device 26
(having a product and order database 27 and a centralized
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asset tracking and management application 36), as well as a
display or interface screen 28 that communicates with the
wireless communication nodes or gateways 24.

[0042] FIG. 2 illustrates a single forklift 18 having an
RFID reader 20 disposed thereon, typically at an upper
location thereof such as on the top of the forklift 18 and
disposed to be able to read RFID tags that are disposed near
the forklift 18, such as on walls, shelves, etc. and on
products that may be disposed on the tongs of the forklift 18.
While a forklift 18 has been illustrated in FIG. 2, the RFID
reader 20, and any additional equipment, may be placed on
any movable device, such as, for example, a product trans-
portation vehicle (e.g., a forklift). In particular, the RFID
reader 20 may be attached to a plate on a first side of the
plate, which includes a magnet disposed on a second side of
the plate. In such an example, the plate can be used to
releasably attach the RFID reader 20 to the forklift 18 or
other surfaces capable to interacting with the magnet. The
magnet can be any magnet strong enough to attach the RFID
reader 20 to a magnetic surface, such as, for example, a rare
earth magnet. Additionally, multiple antennas 21, in com-
munication with the RFID reader 20, may be disposed on the
forklift 18 for detecting and reading RFID tags. The anten-
nas 21 may be placed around the forklift 18 to minimize
interference with the operation of the forklift 18 and to ease
maintenance should the antennas 21 need to be replaced. In
particular, for example, multiple front facing antennas 21A,
21B, 21C are placed toward the front end of the forklift 18
(i.e., towards the tongs of the forklift 18) to detect and read
an RFID tag placed on a product 13, to detect and read an
RFID tag placed on the storage shelf 12 and the bays 14, to
detect and read an RFID tag placed near a loading bay 16,
and to detect and read an RFID tag placed on a floor of the
environment 10 near storage shelf 12, the bays 14, and the
loading bay 16. In some examples, a plurality of antennas
can be placed towards the rear end of the forklift 18 (i.e., the
side opposite the tongs of the forklift 18) to detect and read
one or more RFID tags placed on the storage shelf 12 and the
bays 14. Further, each of the multiple antennas 21 may be
coded to detect and selectively read only RFID tags placed
on products 13 and near the loading bays 16 or only RFID
tags placed on the storage shelf 12 and the bays 14. For
example, the front facing antenna 21A can be coded to read
only RFID tags disposed on products 12 and near the loading
bays 16, and the front facing antennas 21B, 21C can be
coded to detect and read only RFID tags placed on the
storage shelf 12 and the bays 14. The antennas 21 also may
have a detection radius of, for example, four (4) feet. As a
result of the detection radius of the antennas 21, the front
facing antenna 21A and the plurality of rear facing antennas
21B, 21C may be selectively turned on by, or used by, the
RFID reader 20 to limit the amount of RFID tags that are
being read by the RFID reader 20 when the forklift 18 is
around many products 13 or between shelves 12 or bays 14
of the shelves 12. Thus, the multiple antennas 21 help
determine the position of the forklift 18 in the environment
10 and, in turn, the location of the product 13. Further, the
antennas 21A, 21B, and 21C may be oriented in different
directions to read RFID tags placed on various surfaces (e.g.,
shelves, bays, loading bays, flood, ceiling, etc.). For
example, the front facing antenna 21A can be oriented to
point straight ahead of the forklift 18, the front facing
antenna 21B can be oriented to point above the forklift 18,
and the front facing antenna 21C can be oriented to point
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below the forklift 18. It will be appreciated that the antennas
21A, 21B, and 21C may also be oriented to point to the left
and right of the forklift 18. FIG. 2 also illustrates that the
forklift 18 includes a network communication device, or a
wireless communication device 22, which communicates
with wireless nodes or gateway devices 24 (FIG. 1) to
perform wireless communications. Moreover, a portable
communication device, or user interface device 23, is typi-
cally disposed on the forklift 18 in a position that is viewable
and accessible by the forklift operator. In particular, the user
interface device 23 may be positioned, for example, to the
right side of the forklift operator. Generally speaking, the
user interface device 23 may be a standalone computing
device, such as a laptop, a tablet device, a phone or other
handheld device, etc., but this user interface device 23 could
be incorporated into the forklift 18, if so desired. The user
interface device 23 includes a remote tracking and commu-
nication application that executes on a processor and that
will be used, as described herein, in more detail, to com-
municate with the asset tracking and management device 26,
the RFID reader 20, and the wireless communication node
or device 22 on the forklift 18 to perform various tasks. The
user interface device 23 may also include a display or
interface screen 28, illustrated in an expanded display in
FIG. 2, that may be used to visually present information to
the forklift operator or other user, and may include a speaker
or other audible device that may be used to provide sounds,
alarms, etc. to the forklift operator or other user and an
operator input device, such as a touch screen, a keyboard,
etc., that may be used to accept inputs from the forklift
operator or other user. As also illustrated in FIG. 2, the user
interface device 23 is communicatively coupled to the RFID
reader 20 and to the wireless communication device 22.

[0043] Referring back to FIG. 1, the wireless communi-
cation nodes or gateways 24 may be located at various
locations within the environment 10, such as on the shelves
12, hanging from the ceiling, disposed near the loading bays
16, etc., or may be located in any other positions that provide
wireless communication coverage in any known manner
throughout the area covered by the environment 10 (and
particularly the area traversed by the forklifts 18). The
wireless communication devices 22 and 24 may communi-
cate using any desired wireless communications standard,
such as an 802.11 protocol, a TCP/IP protocol, a Bluetooth
protocol, any Wi-Fi protocol, etc.

[0044] Various location designation RFID tags 30 and 32
are disposed around the environment 10 to indicate various
different locations within the environment 10. Each of the
tags 30 and 32 may have a known and unique identification
number associated therewith, such that the antennas 21A,
21B, 21C disposed on the forklift 18 can identify the various
location designation RFID tags 30, 32 disposed within the
environment 10. In the example of FIG. 1, a different
location designation RFID tag 30 is illustrated as being
disposed at each of the bays 14A-14X, such as on a pole,
support structure, or the floor at the entrance or start of each
bay 14, while a different location designation RFID tag 32
is located at or near each of the loading bays 16 in a fixed
location such as, for example, a wall near the loading bays
16 of the floor near the loading bays 16. The various location
designation RFID tags 30 and 32 may be releasably attached
to the previously mentioned example locations, so that the
location designation RFID tags 30 and 32 may be moved to
a different location if warehouse layout is reorganized. Still
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further, a product designation RFID tag 34 is located on each
product 13. Products 13 may be, for example, any type of
product or material and or any group of product or material,
such as individual rolls of paper or other products, pallets of
similar materials, boxes of materials or components, etc. The
product designation RFID tags 34 may be releasably
attached to products 13 so that these tags may be later used
on different products 13. How the product designation RFID
tag 34 is releasably attached to the product 13 depends on
the product, but may, for example, be achieved using an
adhesive, a clip, a magnet, a sticker, etc. Importantly, each
of the RFID tags 30, 32, and 34 has a different and unique
1D associated therewith and these IDs are known by the asset
tracking and management device 26, so that the asset
tracking and management device 26 can associate each of
the particular location designation RFID tags 30 with a
particular bay 14, can associate each of the particular
location designation RFID tags 32 with a loading bay 16,
and can associate each of the particular product designation
RFID tags 34 with a particular product 13.

[0045] Generally speaking, the centralized asset tracking
and management device 26, which may be a user worksta-
tion, a server, or any other type of computing device, may be
located in a different room or in a less harsh environment
than the shipping or warehouse floor. The asset tracking and
management device 26 includes a centralized tracking and
management application 36 that is stored in a memory of and
executed on a processor of the device 26. The tracking
application 36 is communicatively connected to one of the
nodes 24 (via a wired or a wireless connection and a
communication interface of the device 26) and so is con-
nected to the wireless communication network within the
facility 10. The tracking application 36 operates to commu-
nicate with the user interface devices 23 and the RFID tag
readers 20 to obtain information from and to provide infor-
mation to the user interface devices 23 and additionally
operates to track and manage the movement of the various
different products 13 between the shelves 12 and the loading
bays 16.

[0046] More particularly, the tracking application 36
stores information regarding the RFID tags 30 and 32
identifying particular bays 14 of each shelf 12 and identi-
fying particular loading bays 16 in the product and order
database 27 of the device 26. Likewise, the tracking appli-
cation 36 stores information for each of the RFID tags 34
associated with each product 13, such as the product name,
type, quantity, etc. of the product. The tracking application
36 may further create, store, and use a list of orders, order
numbers, or job numbers identifying various jobs or ship-
ping orders that are to be placed or executed within the
environment 10 including any details of the order or job. In
particular, each order may include a list of one or more
products 13 that needs to be shipped to a particular customer,
that needs to be moved from one location in the facility 10
to another location in the facility 10, or that are to be
received from a customer or supplier and placed on a storage
shelf 12 for storage in some manner. Each such job or order
number includes a specific product or group of products and,
if desired, may include the RFID tag or ID numbers for the
RFID tags 34 that are on those products 13. Thus, when a
product 13 arrives via the loading bays 16 or otherwise, a
unique RFID tag 34 is placed on the product 13 and that
unique ID is then stored in the product and order database 27
of the tracking application 26 as being associated with that
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product 13 and potentially with an order. If no order yet
exists, when an order is made, the tracking application 36
will select a particular product 13 and its corresponding
RFID tag 34 to be associated with the order.

[0047] Additionally, each order may include a customer to
whom the product 13 was shipped, an address for the
customer or other customer or shipping information, such as
the time or day of the shipment, the truck that was used to
perform the shipping, a driver name of the truck, the loading
bay 16 of the truck for the shipment or order, etc. Of course,
order information such as the truck number, driver of the
truck, etc., can be filled out when that information is
available such as when an order is placed or when an order
is actually being shipped or fulfilled. Further, as each order
is being fulfilled, the tracking application 36 may store, on
a memory of the centralized asset tracking and management
device 26, real time information regarding the progress of
each order, such as, for example, temporal and quantity
information regarding each particular order. In particular,
the tracking application 36 may store when a particular
product that is part of an order, is loaded onto a trailer truck
waiting in a particular loading bay through a time-stamp.

[0048] Importantly, as illustrated best in FIG. 2, each of
the forklifts 18 includes a sensor based detection device 40
(which may be, for example, a laser-based detection device,
an optical detection device, etc.) disposed on the front of the
forklift 18 and positioned to detect the existence of a product
13 loaded on the forklift 18, i.e., loaded on or positioned on
the lift or tongs of the forklift 18, and to detect the existence
of'a product 13 disposed near the forklift 18, i.e., near the lift
or tongs of the forklift 18 that has not been loaded on the lift
or tongs of the forklift. If the detection device 40 is a laser
based detection device, the detection device 40 may have a
laser transmitter that directs a laser beam toward the product
13 on the forklift 18 and a detector that detects reflected light
from the product 13. The detection device 40 may detect the
presence of a product 13 on or near the forklift 18 via a
sensor that senses the reflection. When no product 13 is on
or near the forklift 18, the laser beam does not reflect off of
any product close to the detection device 40 and thus gets
sent out into space where the beam is diffused enough, that
if it reflects back, it does not reflect back in a manner that
would indicate to the detection device 40 that a product is on
or near the forklift 18. However, if a product 13 is on or near
the forklift 18, the light reflects back at a high enough
magnitude to be sensed by the detection device 40, which
then determines that a product 13 is on or near the front of
the forklift 18. However, other types of sensors besides
lasers could be used in or for the detection device 40
including, for example, weight sensors on the forklift 18,
electromagnetic sensors that use other wavelengths of elec-
tromagnetic energy to detect the presence of product on or
near the forklift 18, sonic detectors, optical detection
devices, etc. Further, the detection device 40 may be placed
in a location on the front of the forklift 18 that minimizes the
possibility of damage due to shifting or sliding products 13
that are picked up by the forklift 18. The detection device 40
may also be covered to minimize impact damage from
products picked up by the forklift 18. As illustrated in FIG.
2, the detection device 40 is communicatively coupled to the
user interface device 23 on the forklift 18 and communicates
signals indicative of the existence or non-existence of a
product 13 on the tongs or lift of the forklift 18. When the
detection device 40 indicates that a product 13 is present on
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the forklift 18, or near the forklift 18, the detection device 40
then turns on the RFID reader 20. The RFID reader 20 then
turns on the antennas 21A, 21B, 21C and then reads the
product designation RFID tag 34 disposed on the product 13
that is on the tongs or lift of the forklift 18, or near the front
of the forklift 18. After the RFID reader 20 reads the product
designation RFID tag 34, the RFID reader 20 queries the
tracking application 36 via the communication network
using the communication devices 22 and 24. Once queried,
the tracking application 36 analyzes the product designation
RFID tag 34 information sent relative to the data stored in
the product and order database 27 to determine if the forklift
operator picked up the correct product 13. The user interface
device 23 may then visually and audibly alert the forklift
operator that he or she picked up the correct product 13,
using, for example, a green alert and a first audible alert, or
that he or she picked up the incorrect product 13 using, for
example a red alert and a second audible alert. FIGS. 6, 9,
10, and 14-16 depict an example display 50 produced by the
user interface device 23 to indicate to the forklift operator
that he or she picked up the correct product 13 or that he or
she picked up the incorrect product 13. FIGS. 6, 9, 10, and
14-16 will be explained in greater detail later.

[0049] While the RFID-based inventory tracking system
has been described as using the detection device 40 to detect
a product 13 disposed at or near the forklift 18 and, in
response, turning on the RFID reader 20 to read the product
designation RFID tag 34, the RFID-based inventory tracking
system does not require use of the detection device 40. For
example, in one exemplary aspect of the system, the RFID-
reader 20 can be in an activated, or on state, constantly while
the forklift 18 is in use. In a second exemplary aspect of the
system, the RFID-reader 20 can be selectively turned on by
a forklift operator. For example, the forklift operator can
interact with the interface screen 28 of the user interface
device 23 (e.g., by touching, pressing, swiping, clicking, etc.
the interface screen 28) after a product 13 is on the tongs of
the forklift 18 or when a product 13 is near the forklift 18.
Further, in such an example, the forklift operator can selec-
tively turn off the RFID-reader 20 by interacting with the
interface screen 28 of the user interface device 23 (e.g., by
touching, pressing, swiping, clicking, etc. the interface
screen 28) once the RFID-reader 20 identified the product 13
being transported or near the forklift 18.

[0050] The inventory tracking system operates so that,
when a product is first introduced into the environment 10,
the product 13 is provided with a product designation RFID
tag 34. The tag ID and description, or other details, of the
product 13 are stored in the asset tracking and management
device 26 and in particular in the product and order database
27 in some manner by the tracking application 36. For
example, an inventory manager may input this information
in response to the arrival of a new product 13. The input
process will be described in greater detail with respect to
FIGS. 20-22 later. In some cases, the system 26 may accept
a description of or other identification of a product 13, and
may store this information in the product and order database
27. Then, when the product 13 arrives in the environment 10,
warehouse personnel may use a user interface device 23
(which may or may not be on a forklift 18) to indicate to the
tracking application 36 what product has arrived and the
tracking application 36 may store or find the product 13 in
the product and order database 27 of the asset tracking and
management device 26. The tracking application 36 may
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then instruct the person, via the user interface device 23, to
place an RFID tag on the product 13 and to scan that RFID
tag using an RFID reader 20 (or a handheld reader if so
desired). The RFID reader 20 may then communicate with
the system (e.g., via a user interface device 23 which may or
may not be on a forklift 18) to indicate the RFID tag number
or ID for the product designation RFID tag 34 placed on the
product 13. The tracking application 36 then stores that
RFID tag number or ID for that product in the product
database 27.

[0051] As a result, each product 13 has its own unique
product designation RFID tag 34, and that product desig-
nation RFID tag 34 may be used to track the location of that
product 13 within the storage environment 10. In particular,
when a forklift 18 picks up a product 13, for example, at the
loading bay 16, the laser or other detection device 40 detects
that a product 13 is currently disposed on the forklift 18
(e.g., is resting on the tongs or lift of the forklift 18) and
signals this pick-up event to the RFID reader 20. At this
time, the laser detection device 40 instructs the RFID reader
20 on the forklift 18 to turn on. The RFID reader 20 then
turns on the multiple antennas 21A, 21B, 21C and pings or
reads the RFID tag ID associated with the product designa-
tion RFID tag 34 on the product 13 that is on the forklift 18.
The RFID reader 20 sends this RFID tag ID to the user
interface device 23 and in particular to the remote tracking
application of the user interface device 23, which may then
query the tracking application 36 via the wireless network
devices 22 and 24, which communicates with the asset
tracking and management device 26 and the product and
order database 27 to determine what product 13 the forklift
operator picked up and where the product 13 needs to go or
to determine whether the forklift operated picked up the
correct product 13. In this manner, the detection device 40,
the RFID reader 20, and the user interface device 23 detect
and inform the tracking application 36 that the product 13
with a particular RFID tag 34 is now on the forklift 18.

[0052] As the forklift 18 moves throughout the environ-
ment 10, the RFID reader 20, through the use of the antennas
21A, 21B, 21C, also detects the current location of the of the
forklift 18 by observing or detecting the closest or nearest
location designation RFID tag 30 or 32 associated with one
of the shelves 12 or associated with one of the loading bays
16, so long as the forklift 18 has a product 13. If the forklift
operator does not have the product 13 on the forklift 18, the
RFID reader 20 and the antennas 21A-C may remained
turned off because it is not necessary to have the RFID
reader 20 and antennas 21A-C reading RFID tags 30, 32, and
34 when there is no product 13 on the forklift 18. The RFID
tag reader 20 may provide or store the last detected or closest
location designation RFID tag as the one with the highest
return signal therefrom, but need not communicate this
information to the asset tracking and management device 26
until a drop-off action occurs. More particularly, as the
forklift operator drives the forklift 18 to a particular bay 14
of one of the shelves 12, the RFID reader 20 in communi-
cation with the antennas 21A-C (e.g., antennas 21B, 21C) of
the forklift 18 determines the ID of the RFID tag 30
associated with that bay 14 as being the last detected or
closest tag 30. The forklift operator may then place the
product 13 on one of the shelves 12 in the bay 14 and back
away from the product 13, thereby removing the product 13
from the forklift tongs and causing the detection of a
drop-oft event. That is, at this point, the detection device 40
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and the user interface device 23 recognizes that the product
13 has been dropped off of or has been removed from the
tongs of the forklift 18 (a drop-off event) and may register
that information with the central tracking system 26, along
with the current location of the forklift 18 as specified by the
last detected location designation RFID tag 30. In particular,
the RFID reader 20 or the user interface device 23 sends the
last detected location designation RFID tag ID to the track-
ing application 36, which will register the product 13 having
the product designation RFID tag 34 at that location (e.g., at
the bay 14 having the last detected location designation
RFID tag 30). As a result, the centralized tracking computer
26 knows, via this communication and detection circuitry,
which bay 14 of which shelf 12 upon which a particular
product 13 with a particular RFID tag 34 has been placed.
The tracking application 36 then stores this information in
the product database 27 as being the current location of the
product 13. However, in some exemplary aspects, the fork-
lift 18 may not be equipped with a detection device 40 and,
as such, a drop off event cannot be detected by the system.
In such an example, the forklift operator can interact with
the interface screen 28 of the user interface device 23 by, for
example, touching, pressing, swiping, clicking, the interface
screen 28 to indicate to the system that a drop off event has
occurred. In other examples, the RFID reader 20 can indi-
cate to the user interface device 23 that the RFID reader is
no longer locked onto a product 13 and, thus, signal a drop
off event to the user interface device 23.

[0053] Likewise when a forklift 18 is used to obtain one of
the products 13 off of a shelf 12 and to move the product 13
to a different shelf 12, the same detection and tracking
actions take place. That is, when the forklift 18 arrives at a
particular shelf 12, the forklift 18 picks up a product 13 off
the shelf 12 by placing the product 13 on the tongs of the
forklift 18. At that time, the detection device 40 of the
forklift 18 recognizes that a product 13 has been placed onto
the forklift 18 and turns on the RFID reader 20, which causes
the RFID reader 20 of the forklift 18 to then turn on antennas
21A-C and read the tag number or ID of the product
designation RFID tag 34 on the product 13 just picked up
from the shelf 12. Once the RFID reader 20 locks onto the
product 13 just picked up from the shelf 12, the RFID reader
20 then queries the tracking application 36 via the commu-
nication devices 22 and 24 with the product 13 information
obtained from the product designation RFID tag 34. Then,
the RFID reader 20 of the forklift 18 detects the closest
location designation RFID tag 30 or 32, using the antennas
21A-C, as the product 13 is moved within the environment
10 to another bay 14, for example. When the product 13 is
placed on a shelf 12 at the bay 14, the detection device 40
detects that the product 13 has been removed from the
forklift 18 (signaling a drop-off event), and the detection
device 40 causes the RFID reader 20 to signal the antennas
21A-C to detect the new location (if it has not already) and
registers that new location with the tracking application 36
of the asset tracking and management device 26 by provid-
ing the asset tracking and management device 26 with the
product tag ID and with the closest or latest detected location
designation RFID tag ID 30 or 32. The tracking application
36 then stores this new location information with the product
information in the product and order database 27.

[0054] In a similar manner, as a forklift 18 delivers a
product 13 to a truck via one of the loading bays 16, and
when the detection device 40 on the forklift 18 detects a
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drop-oft event, the RFID reader 20, through the use of the
antennas 21A-C of the forklift 18 reads the closest location
designation RFID tag 32 from the closest loading bay 16 and
the RFID reader 20 receives and provides that information
to the tracking application 36 to indicate that the product 13
with the detected RFID tag has been dropped off or delivered
to a particular loading bay 16 (based on the location desig-
nation RFID tag 32 of the bay 16).

[0055] As will be understood, when a particular order is to
be implemented (i.e., a product or group of products 13 are
to be placed on a truck to be delivered to a customer, for
example), the tracking application 36 may generate a signal
to a user interface device 23 on one of the forklifts 18 telling
the forklift operator to pick up a particular product 13 and
deliver that product 13 to a particular loading bay 16 to be
placed on a particular truck which will be accepting the
product 13 for delivery of the order. In this case, the tracking
application 26 may provide the forklift operator with an
indication of the bay 14 at which the product 13 is located
based on the last known position of the product 13 as stored
by the product and order database 27. The forklift operator
may then drive the forklift 18 to the appropriate bay 14, find
the product 13, and pick up the product 13 using the forklift
18, thereby generating a pick-up event. Thus, at this time,
the detection device 40 on the forklift 18 detects the pres-
ence of a product 13 on the forklift 18 and may turn on the
RFID reader 20 of the forklift 18. The RFID reader 20 then
turns on the antennas 21A-C and signals the antennas 21A-C
to read the RFID tag ID associated with the product desig-
nation RFID tag 34 on the product 13. The RFID reader 20
may communicate that information directly, or via the user
interface device 23, to the tracking application 36 using the
communication network devices 22, 24 and queries the
tracking application 36. The tracking application 36 then
determines whether the RFID tag ID associated with the
product 13 that is now currently on the forklift 18 is the
correct RFID tag ID for the actual product 13 associated
with the order that is being implemented (using the order and
product information in the database 27). The application 36
then sends information indicative of this analysis to the user
interface device 23 on the forklift 18 informing the forklift
operator whether the correct product 13 for the order is now
on the forklift 18. If the forklift operator has picked up an
incorrect product for the order, the user interface device 23
may indicate to the operator that the wrong product is on the
forklift 18 using any desired method, such as by flashing a
red screen and sounding an audible alarm, providing a
message on the screen of the user interface device, etc. In
particular, the user interface device 23 may display a red
error box and emit a first audible alarm, for example, to the
forklift operator to indicate that the incorrect product 13 has
been picked up for the order that is being implemented, as
shown in FIGS. 9, 15, and 16. On the other hand, if the
correct product is on the forklift 18, the user interface device
23 may indicate a message to the operator, flash or causes
the screen to turn a particular color, such as green for
example, and/or sound an audible signal indicating that the
correct product for the order being implemented is on the
forklift 18. In particular, the user interface device 23 may
display a green box and emit a second audible alarm, for
example, to the forklift operator to indicate that the correct
product 13 has been picked up for the order that is being
implemented, as shown in FIGS. 5 and 13.
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[0056] After the forklift operator picks up the correct
product 13 and gets, for example, a green screen and audible
alarm, or other indication on the user interface device 23 to
proceed, the forklift operator then drives to one of the
loading bays 16 to deliver the product 13 to a truck. The
RFID reader 20 on the forklift 18 may turn on the antennas
21A-C (if not on already) and signal the antennas 21A-C to
determine the position of the forklift 18 as it approaches a
particular loading bay 16 by reading the location designation
RFID tags 32 associated with each loading bay 16 as the
forklift 18 passes the loading bays 16. The user interface
device 23 or the RFID reader 20 may communicate this
location information to the tracking application 36 which
may determine if the loading bay 16 being detected is the
loading bay 16 at which the product 13 is to be placed on a
truck for this order, and may send the results of the deter-
mination to the user interface device 23 of the forklift 18 in
real time, to thereby instruct the forklift operator if he or she
is at the correct loading bay 16. In another case, when the
forklift 18 goes up to or onto a truck at a loading bay 16 and
performs a drop-off event, the user interface device 23 or the
RFID tag reader 20 of the forklift 18 may send the current
location of the forklift 18 (based on the currently detected or
last detected location designation RFID tag 32) to the
tracking application 36 which determines if the forklift 18 is
at the correct loading bay 16 for the order being imple-
mented. Thus, the tracking application 36 determines
whether the forklift 18 is near or at the appropriate loading
bay 16 that is associated with the truck that is actually used
for delivering the product 13 sitting on the forklift 18 for the
order that is being implemented. In any event, the tracking
application 36 sends a signal to the user interface device 23
of the forklift 18 to indicate to the forklift operator that the
forklift 18 is at the wrong truck or loading bay 16 or that the
forklift 18 is at the correct truck or loading bay 16. The
tracking application 36 or the user interface device 23 may
use any desired mechanism for notifying the forklift opera-
tor of this determination, such as by flashing red or green
signals to the user, by sounding an audible alarm or signal,
etc., to tell the forklift operator that he or she is at the correct
or incorrect truck or loading bay 16. In particular, the user
interface device 23 may display a purple box and emit an
audible alarm, for example, to the forklift operator to
indicate that the correct product 13 has been delivered to the
correct truck or loading bay 16. In this manner, the central-
ized asset tracking and management device 26 directs the
forklift operator to pick up the appropriate product 13 for an
order, may indicate that the appropriate or non-appropriate
product 13 for a particular order is actually on the forklift 18,
direct the forklift operator to the appropriate loading bay 16
to which to take the product 13 for an order, and tracks and
indicates to the forklift operator that the product 13 is being
dropped off at the correct loading bay 16, all based on the
RFID tag location information and the RFID product tag
information sent to the tracking application 36 from the
forklift 18 during operation of the forklift 18.

[0057] Various different operations of the inventory track-
ing and management system will now be described in
relation to FIGS. 3-26. As discussed above, when a particu-
lar order is to be implemented (i.e., a product or group of
products are to be placed on a truck to be believed to a
customer, for example), the tracking application 36 may
generate a signal to a user interface device 23 on one of the
forklifts 18 telling the forklift operator to pick up a particular
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product 13 and deliver that product 13 to a particular loading
bay 16 to be placed on a particular truck which will be
accepting the product 13 for delivery of the order.

[0058] FIG. 3 illustrates an example of a sign-in screen
that may be shown on a display screen 50A of the user
interface device 23. When displayed, the sign-in screen may
require a forklift operator to enter an operator pin using a
keypad 53 prior to using the system as described above.
Each forklift operator may have a unique operator pin that
is stored on a memory of the centralized asset tracking and
management device 36. A forklift operator name, forklift
operation description, and other forklift operator identifiers
may be associated with each unique operator pin and also
stored on the memory of the centralized asset tracking and
management device 26. In other examples, the user interface
device 23 can include a biometric scanner in lieu of, or in
addition to, the keypad 53 to determine which forklift
operator is operating the forklift 18. In such an example, the
biometric scanner can be any device that uses a unique
biometric identifier to determine the identity of the forklift
operation, such as, an iris scanner, a fingerprint scanner, or
face scanner. By requiring each forklift operator to sign-in,
or login, prior to using the system, the user interface device
23, along with the centralized asset tracking and manage-
ment device 26 can track when a particular forklift operator
picked up a particular product 13 at a particular bay 14 and
when the particular forklift operator dropped off the particu-
lar product 13 at a particular truck or loading bay 16, through
the use of time-stamps. Once the forklift operator signs into
the system, the display screen 50B of the user interface
device 23 may display a number of pending orders that are
to be completed, as illustrated in FIG. 4. In particular, FIG.
4 illustrates a display screen 50B of the user interface device
23 displaying a customer, order number, dock 16 that a
product 13 is to be delivered to, a product code 60, the
number of products 13 requested, the number of products in
transit, and the number of products 13 actually delivered.
From this display screen 50B the forklift operator may select
a particular order to fulfill by interacting with the display
screen 50B of the user interface device 23 (for example, by
touching, swiping, or pressing the display screen 50B). Once
the forklift operator selects an order the fulfill, the forklift
operator pressed a start order input 29 to begin the order. In
some examples of the system, the tracking application 36
may periodically update the information displayed on the
display screen 50B by querying the product and order
database 27 and sending the results of that query to the user
interface device 23, which is then displayed on the display
screen 50B. In other examples, a forklift operator can
manually update the information displayed on the display
screen 50B by pressing the refresh input 27.

[0059] FIGS. 5-18 illustrate examples of information that
may be shown on a display screen 50 of the user interface
device 23 during this activity. Common elements between
FIGS. 5-18 are shown using common reference numerals. In
particular, FIGS. 5-10 illustrate examples of the information
displayed to the forklift operator on a display screen 50 of
the user interface device 23 when a product 13 in the storage
and shipping environment 10 needs to be relocated to a
particular bin 14 or delivered to a particular loading bay 16
and placed on a truck. FIGS. 5, 6, 7, 8, 9, and 10 illustrate
a display screen 50C, 50D, 50E, 50F, 50G, and 50H,
respectively, of the user interface device 23 displaying a
product code 60, a roll number 62 (as in this case the product
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13 is a roll of material), a current location 64 of a product
13, a destination 66 of the product 13, an RFID tag counter
68, a next roll input 70, a product information menu 72, and
a relock-roll input 75. The product code 60 and the roll
number 62 are displayed on the display screen 50D and
correlate to the product information stored in the product
and order database 27. Such information may be used by the
forklift operator, for example, to confirm product delivery
information (e.g., the product code 60 or the roll number 62)
with a truck driver or other storage facility worker. Addi-
tionally, the product delivery information is shown in mul-
tiple locations 60, 64, and 66 on the display screens 50C,
50D, 50E, 50F, 50G, and 50H. In particular, when the RFID
reader 20 queries the tracking application 36, for example,
the tracking application 36 sends product information from
the product and order database 27 to the user interface
device 23, after the RFID reader 20 has locked on to one
product 13, as illustrated in FIG. 6. The product information
sent by the tracking application 36 to the user interface
device 23 shown on the display screen 50B includes, for
example, the current location 64 of the product 13, the
destination 66 of the product 13, and the trailer truck, if the
destination 66 of the product is a bay 16 with a truck waiting
to be loaded.

[0060] FIGS. 5 and 6 also illustrate the RFID tag counter
68 displaying zero (0) RFID tags read by the RFID reader 20
and one (1) RFID tag read by the RFID reader 20, respec-
tively. The user interface device 23 receives information
about how many RFID tags 34 the RFID reader 20 currently
reads or detects from the antennas 21A-C, which are stored
when the RFID reader 20 sends such information to the user
interface device 23 or the tracking application 36. In par-
ticular, as the forklift operator drives toward the product 13,
there may be multiple other products 13 located nearby. As
a result, when the detection device 40 instructs the RFID
reader 20 to turn on and, thus, signal the antennas 21A-C to
begin reading the product designation RFID tags 34, the
antennas 21A-C may pick up multiple product designation
RFID tags 34. Accordingly, the RFID reader 20 queries the
tracking application 36 as the RFID reader 20 reads or
detects the multiple product designation RFID tags. The
remote tracking application may receive this information
and may send it to the centralized tracking application 36
which may verify these codes. However, prior to the remote
tracking application sending the read information or query-
ing the centralized asset tracking and management device
36, the RFID read 20 must “lock onto” one product desig-
nation RFID tag 34, as illustrated in FIG. 6. The tracking
application 36 may also relay the detected product informa-
tion from the centralized asset tracking and management
device 26 to the user interface device 23 and the number of
valid product codes may then be shown on the display screen
50C-H. Of course, the remote tracking application may
simply display the number of detected product codes or tags
on the screen 50C-H of the user interface device 23 without
communicating with the centralized tracking application 36.
In any event, the number of RFID tags read by the RFID
reader 20 is thus displayed in real time to the forklift
operator. Additionally, the RFID tag counter 68 serves to
inform the forklift operator when the RFID reader 20 has
identified the product 13 being carried by the forklift 18. As
discussed above, the RFID reader 20 may detect multiple
product designation RFID tags 34 in the process of the
forklift operator picking up the desired product 13. The
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RFID reader 20 may detect, for example, zero (0) product
designation RFID tags 34 when not in proximity to any
products 13, as depicted in FIG. 5, four (4) product desig-
nation RFID tags 34 when between shelves 12 and in
proximity to multiple products 13, or one (1) product
designation RFID tag 34 when the product 13 is picked up
by the forklift 18 and is the only product in the range of the
antennas 21A-C, as depicted in FIG. 6. To reduce the
number of tags being read to one, once the forklift 18 picks
up the product 13 from the required bay 14, the forklift 18
may reverse out of the bay 14 and maneuver into the path
between shelves 12, and then turn to be substantially parallel
to the shelves 12 that surround the forklift 18. During this
process, multiple product designation RFID tags 34 may be
detected as a result of the detection radius of the RFID
reader 20 and the antennas 21A-C. However, once the
forklift 18 is substantially parallel to and in the middle of the
shelves 12, the RFID reader 20 and the antennas 21A-C will
read or detect only the product designation RFID tag 34 that
is associated with the product 13 being carried by the forklift
18. In particular, when one (1) product designation RFID tag
34 is detected by the RFID reader 20, the display screen 50C
of the user interface device 23 shows that one product
designation RFID tag 34 is detected and may further indicate
to the forklift operator that the product 13 has been posi-
tively identified as the correct product 13 for the particular
order to be implemented. As depicted in FIG. 6, the user
interface device 23 may display such a confirmation by, for
example, indicating that the product 13 has been success-
fully identified as the correct product for the delivery being
implemented using the RFID reader 20, detection device 40,
and the tracking application 36, as described extensively
above. Such an indication may be shown by either the RFID
tag counter 68 showing only one RFID tag 34 is being read
and displaying “PRODUCT LOCKED” in the product infor-
mation menu 72. In some examples, however, the forklift 18
does not need to be substantially parallel to the shelves 12
that surround the forklift 18 for the RFID reader 20 to lock
onto the product 13 carried by the forklift 18. In such
examples, the forklift 18 can move five (5) to eight (8) feet
away from the shelves 12 that surround the forklift 18 to
allow the RFID reader 20 to lock onto the product 13 carried
by the forklift 18.

[0061] The display screen 50C may display additional
product information received from the product and order
database 27 of the tracking application 36 once the forklift
operator begins a particular job. In use, after the particular
job has been selected from the display 50 of the user
interface device 23, the user interface device 23 may, in
response to a selection of the particular job, query the
centralized tracking application 36 or the product database
27 to locate the oldest product 13 in the environment 10 that
is suitable for the particular order that the forklift operator is
completing. For example, the tracking application 36 can
send product information such as, at what bay 14 the product
13 is located, how much 77 of the product is located at each
of the bays 14, and how long 69 the product 13 has been
stored at the bay 14. Many products 13 stored in the
environment 10 may have a limited shelf life and, as a result,
it may be important to ensure that the products 13 stored
longer are first used to fill orders rather than the most
recently stored products 13. To perform this function, the
product database 27 may store an age or time (e.g., an arrival
time) for each product 13 to be able to track how long each
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product 13 has been on a shelf 12 or in the system database
27, and the tracking application 36 may query the product
and order database 27 for the oldest (or newest) product of
a particular type to use for an order. The application 36 may
then return this product designation in response to a forklift
operator being assigned an order. Further, in some aspects of
the system, rather than displaying multiple products 13 on
the display screen 50C, the product and order database 27
may send to the user interface device 23, via the tracking
application 36, product information for only the oldest
product (i.e., the product 13 that has been stored the longest)
that would satisfy the order, which would force a forklift
operator to select the oldest product.

[0062] In addition to the information displayed on the
display screen 50C of FIG. 5, FIGS. 6, 7, and 8 illustrate the
re-lock roll input 75, the next roll input 70, a next order input
80, and a force complete input 84. The re-lock roll input 75
allows the user interface device 23 to signal to the RFID
reader 20 that the RFID reader 20, for example, “locked”
onto a product 13, but not the product 13 that the forklift
operator picked up. For example, if a forklift operator picks
up a product 13 from a stack of products 13, the RFID reader
20 can lock onto a product 13 at the bottom of the stack of
products rather than a product 13 at the top of the stack of
products 13 that was actually picked up by the forklift
operator. To re-lock the RFID reader 20 on the product 13
actually carried by the forklift 18, the forklift operator
interacts with the display screen 50C of the user interface
device 23 (e.g., by touching or pressing the re-lock roll input
75) and, in response, the user interface device 23 sends a
signal to the RFID reader 20 to detect and read the product
designation RFID tag 34 disposed on the product 13 on the
tongs of the forklift 18. The RFID reader 20 then uses the
antennas 21A-C to read and detect the product designation
RFID tag 34 disposed on the product 13 on the tongs of the
forklift 18 again. The user interface device 23 may, however,
automatically “re-lock” the product 13 without being
prompted to do so. For example, the user interface device 23
can automatically send a signal to the RFID reader 20 after
a predetermined duration (e.g., 3 seconds, 5 seconds, 7
seconds) once a pick-up event is detected, as extensively
described above, to have the RFID reader 20, through the
use of the antennas 21A-C, re-read and re-detect the product
designation RFID tag 34 disposed on the product 13 carried
by the forklift 18. The next roll input 70 allows the user
interface device 23 to signal to the tracking application 36
that the forklift operator has dropped off a particular product
(e.g., a roll of product 13) and needs to know the location of
another product that would satisfy the order. Once the
forklift operator interacts with the user interface device 23
(e.g., by touching, swiping, or pressing the next roll input 70
on the display screen 50), the user interface device queries
the order and product database 27 and the tracking applica-
tion 36 sends the user interface device 23 the product
information requested. The user interface device 23 may
then display, via the display screen 50C, the requested
product information as depicted in FIG. 5. The next order
input 80 allows the user interface device 23 to signal to the
tracking application 36 that a forklift operator is no longer
working on a particular job, for example, because there are
enough products 13 in transit to fulfill the particular job, a
rush job must be completed before the current job is com-
pleted, etc. To end the particular job, the forklift operator
may interact with the user interface device 23 (e.g., by
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touching, swiping, or pressing the next order input 50
display screen 50). In response, the user interface device 23
sends a signal to the tracking application 36 indicating that
a particular operator is no longer working on the particular
job. The tracking application 36 stores the information in the
product and order database 27 and sends the user interface
device 23 a list of outstanding jobs the forklift operator may
choose, as depicted in FIGS. 4 and 19. The force complete
input 84 allows the user interface device 23 to signal to the
tracking application 36 that a particular order has been
completed even if the number of requested product transfers
74A stored in the database 27 is not zero for that particular
order. For example, if a client requires weekly delivers of a
particular product 13 that is stored in the environment 10 and
sends the same sized truck (i.e., each truck has the same or
similar capacity to store and transport products 13) each
week, but on occasion the client sends a smaller truck (i.e.,
a truck that has a smaller storage and transport capacity than
trucks usual sent), the forklift operator will not be able to
place the required amount of requested product transfers
74A as is reflected in the product and order database 27. In
such a situation, the operator may use the force complete
input 84 as displayed via the user interface device 23, to
force complete or close the order to reflect the actual amount
of products delivered for that particular order. Additionally,
ajob (i.e., a roll or product that needs to be transported from
one location to another, such as from a particular bin 14 to
a particular loading bay 16 to be put on a truck) may not be
reflected in the tracking application 36 as being completed
until the forklift operator has exited the particular job (i.e.,
by interacting with the display screen 50 by either touching,
swiping, or pressing the next order input 80).

[0063] In the process of transporting products 13 within
the environment 10 to either move the product 13 from one
bin 14 to another bin 14 or move the product 13 from a
particular bin 14 and deliver the product 13 to a loading bay
16 to be put on a truck, the user interface device 23 may
display a variety of messages on the displace screen 50.
FIGS. 7 and 8 illustrate two possible positive messages 88A
and 88B and FIGS. 9, 10, and 11 illustrate three possible
error messages 88C, 88D, and 88E. In particular, FIG. 7
illustrates a roll delivered message 88A, which includes a
message 90A; FIG. 8 illustrates an order complete message
88B, which includes a message 90B; FIG. 9 illustrates an
incorrect product pick up error message 88C, which includes
an error message 90C; and FIG. 10 illustrates an incorrect
bay message 88D, which includes an error message 90D.
FIG. 11 illustrates a connection loss error message 88E,
which includes an error message 90E and an error title 92E.
As discussed above, the RFID reader 20 queries the tracking
application 36 when the RFID reader 20 locks onto (i.e.,
reads or pings) only one product 13 and, in the process of
implementing an order, the forklift operator may pick up and
deliver a correct product 13, pick up and deliver a correct 13
product that completes a particular job, inadvertently pick
up an incorrect product 13 for the particular order that is
being implemented, or inadvertently pick up a correct prod-
uct 13, but deliver the correct product 13 to an incorrect bay
16. If the RFID reader 20 queries the tracking application 36
when a product 13 is dropped off and the analysis determines
that a correct product 13 has been dropped off, the tracking
application 36 may signal the user interface device 23 to
display on the display screen 50 the roll delivered message
88A, thereby alerting the forklift operator that the correct
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product was delivered. If the RFID reader 20 queries the
tracking application 36 when a product 13 is dropped off and
the analysis determines that a product that has just been
dropped off is the last product 13 required to fulfill the order,
the tracking application 36 may signal the user interface
device 23 to display on the display screen 50 the order
complete message 88B, thereby alerting the forklift operator
that the particular order is complete. Similarly, if the RFID
reader 20 queries the tracking application 36 when a new
product 13 is picked up and the analysis determines that an
incorrect product 13 has been picked up, the tracking
application 36 may signal the user interface device 23 to
display on the display screen 50 the incorrect product pick
up error message 88C, thereby alerting the forklift operator
that a mistake has been made. If the RFID reader 20 queries
the tracking application 36 when a new product 13 is en
route to be dropped off at a particular bay 16 and the analysis
determines that the forklift operator is at an incorrect bay 16,
the tracking application 36 may signal the user interface
device 23 to display on the display screen 50 the incorrect
bay error message 88D, thereby alerting the forklift operator
that a mistake has been made. It is important to note that if
a forklift operator ignores the incorrect product pick up error
message 88C or the incorrect bay error message 88D and
places a product 13 incorrectly on a truck at a bay 16, the
tracking application 36 will not print the final paperwork
necessary for the truck driver to complete his load. Such a
feature prevents the truck driver from leaving the facility
with incorrect products on his or her truck. Finally, if during
the use of the inventory tracking and management system a
connected device (e.g., the wireless RFID reader 20, the
wireless router or gateway 22, wireless communication node
24, etc.) loses connection to the asset tracking and manage-
ment device 23, product database 27, or tracking application
36, the connected device that lost connection may signal the
user interface device 23 to display on the display screen 50
the connection loss error message 88E of FIG. 11.

[0064] FIGS. 12-16 illustrate examples of the information
displayed to the forklift operator on a display screen 50 of
the user interface device 23 when the forklift operator picks
up a product prior to, or without, receiving a signal from the
tracking application 36 (e.g., the forklift operator is moving
a manufactured product into a storage warehouse, the fork-
lift operator is organizing products disposed in a warehouse,
etc.). FIG. 12 depicts a display screen 50J of the user
interface device 23 displaying a message to the forklift
operator that the RFID reader 20, using the antennas 21A-C,
does not detect a product 13. FIGS. 13-16 depict a display
screen 50K, 50L, 50M, and SON respectively, of the user
interface device 23 displaying the product code 60, a roll
number 62 (as in this case the product 13 is a roll of
material), the current location of the product 13, a destina-
tion of the product 13, an RFID tag counter 68, a re-lock roll
option 75, a move to current bin option 71, and a strength of
the network connection 73. FIG. 13 also depicts a read
number 79, which indicates how many times the RFID
reader 20 has read a particular product designation RFID tag
34. Such a feature can be used, for example, as a diagnostic
tool to determine the accuracy of the RFID reader 20. The
product code 60 and the roll number 62 correlate to the
product information stored in the product and order database
27 and may be used by the forklift operator, for example, to
determine what bay 14 or shelf 12 the product 13 must be
placed in. Similar to the display screens 50C, 50D, 50E, the
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RFID reader 20 queries the tracking application 36 when the
forklift operator picks up the product 13, and the tracking
application 36 sends product information from the product
and order database 27 to the user interface device 23.
Depending on the product 13 picked up by the forklift
operator, the tracking application 36 may send different
information to the user interface device 23 to be displayed
on the display screen 50K, 50L, 50M, and 50N. For
example, as depicted in FIG. 14, if the product 13 picked up
by the forklift operator is a product that can be shipped, then
display screen 50L may display a colored message, for
example, a green banner with text, indicating the forklift
operator can relocate the product 13 to an area of the facility
that other forklift operators are going to, to pick up products
13 to fulfill a delivery. In another example, if the product 13
picked up by the forklift operator is a product that is not to
be shipped (e.g., if the product is scrap material, the product
still must pass quality control), then the display screen 50M,
50N may display a colored message, e.g., a red banner with
text, as illustrated in FIGS. 15 and 16, that instructs the
forklift operator to drop off the product 13 at a location
within the facility not used to house products for deliveries
(e.g., from bay B26 to bay A25, as illustrated in FIG. 15).
Additionally, each of the display screens 50J-50N of FIGS.
12-16, may display the strength of the network connection
73 of the user interface device 23 to the network disposed
within the facility. This can help forklift operators maintain
a strong connection to the network disposed within the
facility by alerting them when the connection strength 73
falls below a threshold connection strength.

[0065] In addition to automatically updating the informa-
tion about a particular package or product 13 in the product
and order database 27 when the product 13 is moved around
the environment 10, the tracking system enables a forklift
operator to manually modify information about the product
13 stored in the product database 27 through the user
interface device 23 as depicted in, for example, FIG. 18. For
example, the forklift operator may be driving from one of
the loading bays 16 to place a newly delivered product 13
into a particular bay 14. While the forklift operator drives
from the loading bay 16 to a particular bay 14, the RFID
reader 20 detects the current location of the forklift 18 by
observing or detecting the closest or last location designa-
tion RFID tag 30 associated with one of the shelves 12 or
associated with one of the particular bays 14. However, a
signal loss or other signal interference may cause the RFID
reader 20 to incorrectly locate the proper location designa-
tion RFID tag 30 as the forklift operator drops the product
13 off at the particular bay 14. Additionally, the forklift
operator may be dropping off a product 12 in the bay 14 of
a shelf 12, which has other shelves 12 and bays 14 around
the desired drop off bay 14. While dropping off the product
13 at such a location, it is possible that the RFID reader 20
and the antennas 21A-C read the location designation RFID
tag 30 of an adjacent shelf 12 or bay 14 and send incorrect
location information to the asset tracking and management
device 26 and stored on the product and order database 27.
If such an error occurs, the forklift operator may alert a
shipping clerk to the mistake or the forklift operator may
manually correct the incorrect information stored in the
product database 27 directly from the user interface device
23.

[0066] FIG. 17 depicts a display screen 500 that may be
presented on the interface screen 28 of the user interface
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device 23 to enable the operator to make changes to product
locations. In particular, FIG. 17 depicts an example display
screen 500 produced by the user interface device 23 when
the forklift operator wants to manually change the product
location information that is stored in the product database 27
for a particular product 13. The product location information
may be stored in the product database 27 using a letter and
a number. For example, the letter “A” indicates that the
product 13 may be found in column A (or shelf A) and the
number “25” indicates that the product may be found in bay
25. Thus, when “A25” is shown on the display screen 50 of
the user interface device 23, the forklift operator knows he
or she may find the product 13 in bay “25” of column “A”.
Additionally, if the shelves 12 have multiple rows and a
product 13 must be stored on one of the multiple rows, a
unique location designation RFID tag 30 may be placed on
or near the shelf 12 having multiple rows that would signal
to the RFID reader 20 that a particular shelf 12 has multiple
rows that could hold a particular product 13. In use, a forklift
operator would drive with the product 13 to the shelf 12
indicated on the display screen 50 of the user interface
device 23 and when the forklift 18 arrives at the shelf 12, the
RFID reader 20, through the use of the multiple antennas
21A-C, reads and detects the unique location designation
RFID tag 30. The RFID read 20 then sends a signal to the
user interface device 23 indicating that the shelf 12 has
multiple rows where a product 13 can be stored. In response,
the user interface device 23 displays, via the display screen
50, an additional number that indicates a level, or row, of the
shelf 12 at which the product 13 is placed. The forklift
operator must select the level, or row, at which the product
13 is place before moving on to another task. For example,
if the display 28 of the user interface device 23 shows the
product 13 is to be placed on shelf “B23”, then the forklift
operator knows to navigate to bay 23 in column “B” and,
once at the correct shelf 12, the user interface device 23
displays a prompt similar to prompt depicted in FIG. 17, but
will also include an additional field with arrows 52 that
indicates the particular level, or row, of the shelf 12 the
product 13 was placed. However, if such an organizational
scheme is desired, additional antennas 21 may need to be
placed on the forklift 18 (e.g., the tongs) as well as additional
location designation RFID tags 30 may need to be attached
to the individual levels of the shelves 12. Additionally, the
detection radius of the additional antennas may need to be
reduced. It should be understood that various storage and
naming schemes may be used based on the particular storage
facility or other common practice in the industry.

[0067] In any event, in use, the forklift operator may
interact with the display screen 50 of the user interface
device 23 (e.g., by touching, swiping, or pressing the display
screen 50) to modify the location information of the product
13 stored in the product database 27. The type of modifi-
cation and amount of modification allowable through the
user interface device 23 may be tailored to suit the needs of
the particular application of the RFID-based tracking sys-
tem. In particular, the forklift operator may only be allowed
to change the information stored when the system detects a
drop-oft event. Thus, by pressing the change location input
82 depicted in FIG. 17, the forklift operator would navigate
to the display 28 shown in FIG. 18 and, for example, press
an appropriate one of the arrows 52 for each field of the
location information to modify the location information of
the product 13 that is stored in the product database 27. After
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the forklift operator corrects the location information of the
product 13 stored in the product database 27, the forklift
operator may then interact with the display screen 50 to
confirm the modification (e.g., press “submit”) or may
cancel the modification (e.g., press “cancel”).

[0068] The user interface device 23 may, in addition to
automatically receiving job requests from the asset tracking
and management device 26, enable the forklift driver to
manually select order requests that are stored on the cen-
tralized asset tracker and management device 26 to thereby
implement these orders. In particular, the tracking applica-
tion 36 records each order that needs to be implemented and
may assign jobs or orders to forklift drivers as these drivers
being their shift, finish an order, etc. FIGS. 19-27 illustrate
examples of information that may be shown on the display
screen 50Q, 50R, 508, 50T, 50U, 50V, 50W, 50X, 60Y of the
user interface device 23 to manage or implement various
orders. Common elements between the figures are shown
with common reference numerals.

[0069] In particular, FIG. 19 illustrates a summary of
pending order information 74, which includes requested
product transfers 74A, product transfers in transit 74B,
products delivered 74C, customer identification 74D,
amount of products available that satisfy a particular order
74E, a dock 74F, trailer truck information 74G, the driver of
the truck 74H, a time-stamp of when the order was dis-
patched 741, a time-stamp of when a forklift operator began
to fulfill an order 741, and a status of the order 74K, an order
1D 76, a job complete input 78, an order details input 81, a
create dispatch input 83, and a refresh input 85. In use, the
forklift operator may interact with the display screen 50P of
the user interface device 23 (e.g., by touching or pressing the
display screen 50) to select order requests, find products,
receive order details, and complete order requests. As shown
in FIG. 19, the display screen 50Q of the user interface
device 23 displays pending order information 74 to the
forklift operator regarding outstanding or pending orders to
be implemented. In particular, the display screen 50Q dis-
plays the requested product transfers 74A that are still
outstanding for each particular order ID 76, the number of
product transfers in transit 74B for a particular order ID 76,
products delivered 74C for a particular order ID 76, when
the job was dispatched for a particular order ID 76, and when
the first forklift operator began to fulfill the job for a
particular order ID 76. To ensure that the display screen 50P
depicts accurate presentation of information to the forklift
operator, the user interface device 23 may be updated in real
time, i.e., the centralized asset tracker and management
device 26 and the tracking application 36 send updated
information to the user interface device 23 as changes to
either the number of requested product transfers 74A, the
number of product transfers in transit 74B, the number of
products delivered 74C, or the number of available products
74E occurs. The forklift operator may interact with the
screen 50P in a manner that improves employee efficiency.
For example, by having real time information regarding the
status of pending order implementations constantly avail-
able, the forklift operator may better choose which order
implementation needs the most assistance if, for example, a
particular order needs to be filled in a more pressing manner
than other orders. Once the forklift operator navigates to the
desired order to be filled (e.g., by touching or pressing the
screen 50P), the operator then selects the order to be filled
by, for example, touching or pressing the screen 50P. The
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displays 50C-50L of FIGS. 5-10, respectively, may then be
used to display various information to the operator. For
example, the screen 50D of FIG. 6 may be displayed when
a product 13 has first been picked up and the screen 50E of
FIG. 7 may be displayed when a product 13 has been
delivered to the product destination 66. In particular, the
display screen 50D of FIG. 6 may display the product
information menu 72 in, for example, a green color to alert
the forklift driver that they have chosen the correct product.
The display screens 50E of FIG. 7 may display the product
information menu 72 in, for example, a purple color to alert
the forklift driver that he or she has transferred the product
13 to the correct destination (e.g., a trailer truck located at
a loading bay 16) successfully.

[0070] The tracking application 36 may also be used
directly by a shipping clerk or an inventory manager for a
variety of reasons. In particular, the shipping clerk or
inventory manager may use the tracking application 36 to,
for example, query the product and order database 27 using
a particular order number, to create a new order, to view an
existing order, and/or to complete a pending order. The use
of the tracking application 36 will be described in reference
to FIGS. 20-22, which illustrate various display screens
50R, 508, 50T that may be displayed on a user interface
device 28A. In particular, FIG. 20 illustrates an order
selection and input screen or menu which may be presented
by the tracking application 36 to enable a user to select or
locate an order by order number, for example. FIGS. 21 and
22 also illustrates a create new order input 96 (which when
selected, causes the application 36 to enable a user to create
a new order), a view order input 98 (which when selected,
causes the application 36 to enable a user to view and/or
change details of an existing order), a complete order input
100 ((which when selected, causes the application 36 to
enable a user to manually close or indicate that an order is
complete), and an order number input 102 (which indicates
the order number for the order). FIG. 21 further illustrates a
sales order overview information 104, which includes a
company name 104A, a company 1D 104B, a product count
for a particular order 104C, a product code 104D, a driver
name 104E, a trailer ID 104F, and a dock door location
104G. Common elements between the FIGS. 20-22 are
depicted using common reference numerals. In use, the
tracking application 36 may require the order number 76
(FIG. 19) to be input into the order number input 102, as
shown in FIG. 19, which the tracking application 36 may
then use to query the product and order database 27. Once
the product and order database 27 locates the sales order
overview information 104, the product and order database
27 then sends the sales order overview information 104 to
the user interface device 28A (which may be an interface
connected directly to the computer 26 or which may be
connected to the computer 26 via a remote connection). The
tracking application 36 may then display the sales overview
information 104 on the display screen 50S as shown in FIG.
21. When the sales order overview information 104 is
received by the user interface display 28A, some informa-
tion may be missing and it may be necessary for the sales
clerk or inventory manager to manually input that informa-
tion via an input device, such as a keyboard, a touch screen
device, etc. For example, the sales clerk or the inventory
manager may input the driver name 104E, the trailer ID
104F, and the dock door 104G (i.e., loading bay 16) into the
user interface device 28A as illustrated in FIG. 21. Once the
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information is input, the sales clerk or the inventory manager
may then interact with the display 50 (e.g., by pressing,
touching, or using a mouse to click the display 50) to store
the new information into the product database 27. In par-
ticular, the user interface display 50S may send the driver
name 104E, the trailer ID 104F, and the dock door 104G
information to the product and order database 27 to be
stored. The newly entered information may then be sent to
the user interface device 23 of a forklift 18 and displayed on
that particular display 23 to be viewed and used by a forklift
operator. The newly entered information may also be dis-
played on the user interface display 50T of the user interface
device 28A, as illustrated in FIG. 22. Additionally, the user
interface device S0R and 50S of FIGS. 20 and 21, respec-
tively, may allow for the creation of new sales order via
section of the input 96, viewing of existing sales orders via
the selection of the input 98, and the completion of a sales
order via selection of the input 100 once all products for the
order have been placed on the truck.

[0071] Moreover, a shipping clerk or an inventory man-
ager may also directly use the tracking application 36 to
dispatch an order once a trailer truck has arrived to accept a
load of products 13. In particular, the shipping clerk of
inventory manager may use the tracking application 36 to,
for example, query the product and order database 27 to
dispatch a new order to the forklift operators once a trailer
truck is ready to be loaded. The use of the tracking appli-
cation 36 will be described in reference to FIGS. 23-27,
which illustrate various display screens 50U, 50V, 50W,
50X, and 50Y that may be displayed on a user interface
device 28B. In particular, FIG. 23 illustrates an order dis-
patch screen or menu which may be displayed by the
tracking application 36 to enable a user to dispatch an order
once a truck is ready to be loaded with product. FIG. 24
illustrates real-time product information 108, which the
tracking application 36 updates as products are delivered;
FIG. 25 illustrates an example of a completed order; FIG. 26
illustrates another example of a complete order; and FIG. 27
illustrates an example detailed view of a completed order.
FIG. 23 further illustrates order dispatch information 106
which includes a trailer ID 106A, a driver name 106B, a
dock door location 106C, and a sales order number 106D.
Common elements between the FIGS. 23-27 are depicted
using common reference numerals. In use, once the user
dispatches an order using the order dispatch information
106, the tracking application 36 may update order informa-
tion for particular orders in real time by using the received
product delivery information 108 from the user interface
device 23 and the RFID reader 20 as products 13 are
delivered to particular docks, or bays 16. As the tracking
application 36 receives the product delivery information
108, the tracking application 36 may display the product
delivery information 108 on the display screens 50V-50Y as
shown in FIGS. 24-27. In particular, the product delivery
information 108 received by the tracking application 36
from the user interface device 20, may include a product
code 108A, an amount of product requested 108B, an
amount of products actually delivered to the trailer 108C, a
status 108D, a roll number 108E (as the product 13 in this
example is a roll of material), the name of a forklift operator
who picked the product 108F, a time the forklift operator
picked the product 108G, the name of forklift operator who
delivered the product 108H, and a time the forklift operator
delivered the product 108I. It should be noted that the
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product deliver information 108A-1081 is stored in the
product and order database 27 of the tracking application 36.
Additionally, FIGS. 25 and 26 depict a signature box 110
and FIG. 26 depicts a signature 112 of the truck driver in the
signature box 110. In use, prior to the centralized asset
tracking and management device 26 printing the final paper-
work needed by the truck driver, the driver is required to
digitally sign off, which indicates the order has been com-
pleted. In particular, the truck driver may digitally sign using
a user interface device 23B in a shipping office and a writing
utensil capable of interacting with the display screen 50 of
the user interface device 23B (e.g., a pen, stylus, driver’s
finger, etc.). Once signed, the truck driver’s signature 112 is
stored in the product and order database 27, which may be
later referenced by a shipping clerk or other user of the
tracking application 36.

[0072] FIG. 27 further illustrates additional product deliv-
ery information 108 that includes a time taken to complete
the order 108J and a time taken to load all the products on
the trailer 108K. The tracking application 36 calculates the
time taken to complete the order 108] on a processor of the
centralized asset tracking and management device 26 by
calculating the difference in time between when the order
was first dispatched and when the forklift operator com-
pleted the order. In particular, when the tracking application
36 dispatches an order, a time-stamp 114 is associated with
the particular dispatch and the time-stamp 114 is stored in
the product and order database 27. Similarly, each time a
product is picked up and subsequently dropped off, a pick up
time-stamp 116 and a drop off time-stamp 118 are recorded
and stored in the product and order database 27 by the
tracking application 36. Thus, the tracking application 36
can calculate the difference between the dispatch time-stamp
114 and the final drop off time-stamp 118 to determine the
total time taken to complete the order 108J. Similarly, the
tracking application 36 can determine the amount of time
taken to load all the products on the trailer 108J in a similar
manner. In particular, the tracking application 36 can, for
example, calculate the difference, using the processor of the
centralized asset tracking and management device 26,
between the first pick up time-stamp 116 and the final drop
off time-stamp 118 to determine the time taken to load the
products on the trailer 108J.

1. An asset management and tracking system for use in a
facility having a product designation radio frequency iden-
tification (RFID) tag attached to a product disposed within
the facility and at least one location designation radio
frequency identification (RFID) tag disposed within the
facility, the product designation RFID tag including product
information and the location designation RFID tag including
location information, the system comprising:

a radio frequency identification (RFID) reader configured
to read at least one of the product designation RFID tag
and the at least one location designation RFID tag, the
RFID reader being mounted to a movable device; and

a portable communication device configured to receive
product information from and transmit product infor-
mation to an asset tracking and management device, the
portable communication device being communica-
tively coupled to the RFID reader and mounted on a
movable device;

wherein, the RFID reader is configured to transmit the
product information read from the product designation
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RFID tag and the location information read from the
location designation RFID tag to the portable commu-
nication device; and

wherein, the portable communication device is configured
to transmit the received product information and the
received location information to the asset tracking and
management device and configured to query the asset
tracking and management device for additional product
information and additional location information for the
product.

2. The system of claim 1, wherein the portable commu-
nication device is configured to transmit the received prod-
uct information after the RFID reader locks onto one product
designation RFID tag.

3. The system of claim 1, further comprising a product
detection device configured to detect a product disposed
within a detection radius via a sensor.

4. The system of claim 1, further comprising at least one
antenna disposed on the movable device, the at least one
antenna configured to read and detect at least one of the
product designation RFID tag and the at least one location
designation RFID tag in response to a signal from the RFID
reader.

5. The system of claim 4, wherein a first antenna of the at
least one antenna is oriented in a first direction and a second
antenna of the at least one antenna is oriented in a second
direction.

6. The system of claim 1, further comprising a network
communication device disposed proximate the product
detection device and the RFID reader, the network commu-
nication device communicatively coupling the RFID reader
to a wireless network.

7. The system of claim 6, wherein the portable commu-
nication device is communicatively coupled to the network
communication device.

8. The system of claim 1, wherein the portable commu-
nication device is a user interface device.

9. The system of claim 1, wherein the portable commu-
nication device comprises:

a remote tracking and communication application stored
on a memory of and executed on a processor of the
portable communication device, the remote tracking
application communicatively coupled to the RFID
reader and the asset tracking and management device.

10. The system of claim 1, wherein the asset tracking and
management device comprises:

a centralized tracking and management application stored
on a memory of and executed on a processor of the
asset tracking and management device, the centralized
tracking and management application communica-
tively coupled to a wireless network disposed within
the facility; and

a product and order database stored on the memory of the
asset tracking and management device.

11. The system of claim 10, wherein the remote tracking
and communication application queries the centralized
tracking and management application via the wireless net-
work and wherein the centralized tracking and management
application queries the product and order database.

12. The system of claim 1, wherein the movable device is
a product transportation vehicle.

13. The system of claim 12, wherein the product trans-
portation vehicle is a forklift.
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14. The system of claim 1, wherein the RFID reader is
configured to read at least one of the product designation
RFID tag and the at least one location designation RFID tag
using at least one antenna.

15. The system of claim 1, wherein the RFID reader is
releasably mounted to the movable device.

16. The system of claim 1, wherein the RFID reader is
releasably mounted to the movable device via a magnet.

17. An asset management and tracking system for use in
a facility, the system comprising:

a radio frequency identification (RFID) reader configured
to read at least one radio frequency identification
(RFID) tag, the RFID reader communicatively coupled
to a set of antennas;

an asset tracking and management device, comprising:
a centralized tracking and management application

stored on a memory of and executed on a processor
of the asset tracking and management device; and

a product and order data base stored on the memory of
the asset tracking and management device; and

a portable communication device configured to receive
information from and transmit information to the asset
tracking and management device, the portable commu-
nication device comprising:

a remote tracking and communication application
stored on a memory of and executed on a processor
of the portable communication device, the remote
tracking application configured to communicate with
the centralized tracking and management application
and the RFID reader;

wherein, the remote tracking and communication appli-
cation is further configured to query the centralized
tracking and management application for product infor-
mation and product location information; and

wherein, the centralized tracking and management appli-
cation is further configured to query the product and
order data based in response to the query from the
remote tracking and communication application.

18. The system of claim 17, further comprising a product
detection device configured to detect a product disposed
within a detection radius of the product detection device.

19. The system of claim 18, wherein the RFID reader is
configured to read the at least one a RFID tag in response to
the product detection device detecting the product.

20. The system of claim 17, wherein the set of antennas
is disposed on a movable device, the set of antennas con-
figured to read and detect the at least one RFID tag in
response to a signal from the RFID reader.

21. The system of claim 17, wherein a first antenna of the
set of antennas is oriented in a first direction and a second
antenna of the set of antennas is oriented in a second
direction different from the first direction.

22. The system of claim 17, wherein the at least one RFID
tag includes a product designation RFID tag and at least one
location designation RFID tag.

23. The system of claim 22, wherein the remote tracking
application is configured to query the centralized application
after the RFID reader locks onto one of the product desig-
nation RFID tag.

24. The system of claim 17, further comprising a network
communication device configured to communicate with at
least one wireless node disposed within the facility, the
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network communication device communicatively coupling
the RFID reader and a wireless network disposed within the
facility.

25. The system of claim 17, wherein the product detection
device, the RFID reader, and the wireless communication
device are disposed on a movable device.

26. The system of claim 25, wherein the movable device
is a product transportation vehicle.

27. The system of claim 26, where in the product trans-
portation vehicle is a forklift.

28. The system of claim 18, wherein the RFID reader
activates at least one antenna in the set of antennas in
response to the product detection device detecting the prod-
uct.

29. The system of claim 18, wherein the RFID reader is
configured to activate a product facing antenna of the set of
antennas in response to the product detection device detect-
ing the product.
30. The system of claim 22, wherein the product desig-
nation RFID tag is disposed on the product.
31. The system of claim 22, wherein the location desig-
nation RFID tag is disposed at various locations within the
storage facility.
32. A method of asset tracking and management in a
facility having at least one radio frequency identification
(RFID) tag disposed within the facility, the RFID tag having
product information, the method comprising:
acquiring a product disposed within the facility;
reading, via a radio frequency identification (RFID)
reader, the RFID tag disposed within the facility;

transmitting, via the RFID reader, the read product infor-
mation from the RFID tag to a portable communication
device, the portable communication device configured
to transmit product information to and receive product
information from an asset tracking and management
device;

querying, via the portable communication device, the

asset tracking and management device to receive stored
product information, the stored product information
being stored on a product and order database of the
asset tracking and management device;

comparing, via a processor of the asset tracking and

management device, the read product information to
the stored product information;

generating, via the asset tracking and management device,

a comparison signal and transmitting the comparison
signal to the portable communication device, the com-
parison signal having at least one of product identifi-
cation information and product destination informa-
tion;

displaying, via the portable communication device, the

product identification information and the product des-
tination information.

33. The method of claim 32, wherein reading the RFID
tag disposed within the facility further comprises reading at
least one of a product designation RFID tag and a location
designation RFID tag.

34. The method of claim 32, further comprising:

detecting the acquired product, via a product detection
device, the product detection device including a sensor
configured to detect the product disposed within a
detection radius;
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transmitting, via the product detection device, a detection
signal to the RFID reader in response to detecting the
product disposed within the detection radius;

35. The method of claim 33, wherein querying the asset
tracking and management device further comprises querying
the asset tracking and management device after the RFID
reader locks onto one product designation RFID tag.

36. The method of claim 34, further comprising activating
at least one antenna, via the RFID reader, in response to
receiving the detection signal.

37. The method of claim 32, wherein acquiring the
product disposed within the facility further comprises
acquiring the product disposed within the facility using a
movable device.

38. The method of claim 37, wherein acquiring the
product disposed within the facility using the movable
device further comprising acquiring the product disposed
within the facility using a product transportation vehicle.

39. The method of claim 38, wherein acquiring the
product disposed within the facility using the product trans-
portation vehicle further comprising acquiring the product
disposed within the facility using a forklift.

40. A method of asset tracking and management in a
facility having at least one radio frequency identification
(RFID) tag and a product disposed within the facility, the
method comprising:

receiving, at a portable communication device, a request

signal having product identification information, prod-
uct location information, and product destination infor-
mation;
displaying, via the portable communication device, the
product identification information, the product location
information, and the product destination information;

acquiring the product, via a movable device, in response
to receiving the request signal;
reading, via a radio frequency identification (RFID)
reader, the RFID tag disposed on the product;

transmitting, via the RFID reader, product information
from the read RFID tag to the portable communication
device, the portable communication device configured
to receive product information from and transmit prod-
uct information to an asset tracking and management
device;
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querying, via the portable communication device, the
asset tracking and management device to compare the
read product information from the RFID tag to the
product identification information sent in the request
signal;

displaying, via the portable communication device, a
result of comparing the product information from the
read RFID tag and the product identification informa-
tion sent in the request signal.

41. The method of claim 40, further comprising:

generating, via the asset tracking and management device,
the request signal; and

transmitting, via the asset tracking and management
device, the request signal to the portable communica-
tion device.

42. The method of claim 40, further comprising:

detecting, via a product detection device, a pick up event
when the product is acquired in response to the request
signal, the product detection device including a sensor
configured to detect the product.

43. The method of claim 40, further comprising:

transmitting, via the product detection device, a detection
signal to the RFID reader in response to detecting the
product.

44. The method of claim 43, wherein reading, via the
RFID reader, the RFID tag disposed on the product further
comprises reading, via the RFID reader, the RFID tag
disposed on the product in response to receiving the detec-
tion signal from the product detection device.

45. The method of claim 40, wherein generating the
request signal further comprises requesting the product
information, the product location information, and the prod-
uct destination information from a product and order data-
base stored on a memory of the asset tracking and manage-
ment device.

46. The method of claim 40, further comprising display-
ing an error message, via the portable communication
device, when the read product information is different from
the product information sent in the request signal.
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